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cargo shall display a red flag by day,
placed so that it will be visible on all
sides. This flag may be metallic.

Subpart 151.50—Special
Requirements

EDITORIAL NOTE: Nomenclature changes to
Subpart 151.50 appear at 60 FR 50465, Sept. 29,
1995 and at 61 FR 50732, Sept. 27, 1996.

§ 151.50–1 General.
Special requirements found in this

subpart pertain to specific cargoes and
to similar groups of cargoes. These re-
quirements are in addition to and take
precedence over any other require-
ments found in these regulations.

§ 151.50–5 Cargoes having toxic prop-
erties.

When table 151.05 refers to this sec-
tion, the following apply:

(a) [Reserved]
(b) Independent tanks shall be de-

signed and tested for a head of at least
8 feet above the top of the tank using
the specific gravity of the product to
be carried. In addition, tank design cal-
culations shall demonstrate that the
tank can withstand, without rupture, a
single loading to the highest level to
which the product may rise, if that ex-
ceeds 8 feet. In general, plate less than
five-sixteenths inch in thickness shall
not be used in the fabrication of inde-
pendent tanks unless otherwise ap-
proved.

(c)(1) Cargo tanks transporting liq-
uids having a Reid vapor pressure ex-
ceeding 14 pounds per square inch abso-
lute or vented at a gauge pressure ex-
ceeding 4 pounds per square inch, or
where air or water pressure is used to
discharge the cargo, shall be fabricated
as arc-welded unfired pressure vessels.

(2) Unfired pressure vessel cargo
tanks shall be designed for a pressure
not less than the vapor pressure, in
pounds per square inch gauge, of the
lading at 115 °F, or the maximum air or
water pressure used to discharge the
cargo, whichever is greater, but in no
case shall the design pressure of such
tanks be less than 30 pounds per square
inch gauge.

(d) Piping. (1) The pumps and piping
used for cargo transfer shall be inde-
pendent of all other piping.

(2) Where multiple cargoes are car-
ried, and the cargo piping conveying
cargoes covered under this section are
led through cargo tanks containing
other products, the piping shall be en-
cased in a tunnel.

(3) Where cargo lines handling other
products, or bilge and ballast piping
are led through tanks containing car-
goes covered by this section, the piping
shall be enclosed in a tunnel.

(e) Gravity type cargo tanks shall be
fitted with an approved pressure-vacu-
um relief valve of not less than 21⁄2-inch
size, which shall be set at a pressure of
not less than 3 pounds per square inch
gauge, but not in excess of the design
pressure of the tank.

(f) The discharge fittings from each
safety relief or pressure vacuum relief
valve shall be directed in such a man-
ner as to not impinge on another tank,
piping or any other equipment which
would increase the fire hazard should
burning products be discharged from
the safety or pressure vacuum relief
valve as a result of a fire or other cas-
ualty. In addition, the discharges shall
be directed away from areas where it is
likely that persons might be working
and as remote as practicable from ven-
tilation inlets and ignition sources. A
common discharge header may be em-
ployed if desired. The area near the dis-
charge fittings shall be clearly marked
as a hazardous area.

(g) A means shall be provided for ei-
ther the reclamation or safe venting of
vapors during the loading and unload-
ing operations. For this purpose the
safety relief or pressure vacuum relief
valve shall be provided with a valved
bypass to a vapor return line shore
connection which shall be used when-
ever vapor return shore facilities are
available. In the event vapors must be
vented to the atmosphere, a vent riser
shall extend at least 12 feet above the
highest level accessible to personnel.
The vent riser may be collapsible for
ease of stowage when not in use. Vapor
return lines or vent risers for tanks
carrying the same class product may
be connected to a common header sys-
tem if desired. Tanks carrying cargoes
covered by this section shall be vented
independent of tanks carrying other
products.
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